FoxFone Installation Guide

Let's Get Started

If you haven't already done so, unpack the box you received from Fox Valley Internet. It should include the following components:
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One (1) Ethernet Cord



[image: image2.jpg]



One (1) Telephone Cord
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One (1) Power Cord
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One (1) Grandstream ATA (Analog Telephone Adapter) box



ATA Diagram
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TABLE 1: DEFINITIONS OF THE GRANDSTREAM HT502 CONNECTORS 
Power Cable Power adapter connection 
WAN Port (RJ-45) Connect to the Power Injector going to the subscriber module into the WAN port. 
LAN Port (RJ-45) Connect the LAN port with an Ethernet cable to your PC or WAN port of your router. 
PHONE1 (RJ-11) FXS port to be connected to analog phones. 

There are five (5) LED buttons that help you manage the status of your HandyTone. 
TABLE 2: DEFINITIONS OF THE GRANDSTREAM HT502 LEDS 
Power LED Indicates Power. Remains ON when Power is connected and turned ON. 
WAN LED Indicates LAN (or WAN) port activity. 
LAN LED Indicates PC (or LAN) port activity. 
PHONE1 / PHONE2 LED 
Indicate status of the respective FXS Ports-PHONE1 / PHONE2 on the back panel 
Busy – ON (Solid Green) 
Available – OFF 
Slow blinking FXS LEDs indicates voicemail for that port. 

Installation Diagram
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